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DESCRIPTION Davit Arm Compact Trench | ITEM CODE (S) HDAV.12
System

POWER SUPPLY N/A

SERVICE INTERVAL Ins06ss

It is the responsibility of the user to ensure they are familiar with this user guide, and are trained in the correct care
and use of this equipment. User must also be aware of the operating characteristics, application limits, and the
consequences of improper use of this equipment. If you require technical assistance or product training please call :
0800 000 346. A Full Manufacturers Instruction manual is available on request.

The X-tirpa Compact Trench system is part of our personal protection equipment range intended to act as a support
structure or anchor for use in fall protection, work positioning and rescue within confined spaces. Comprising a built in
mast that provides a reach of up to 61 cm, this compact and lightweight system offers the ideal solution for users
requiring access into confined spaces where space and height is particularly restricted.

@ Installation of the Adjustable Wall adapter:

1 . Make sure that all components

and parts are in perfect working order
and that everything functions correctly.

2 N A) Install the adaptor on the wall.

B) With the torque wrench, apply a
torque of 25 to 30 Iblfi to each of the
eight bolts.

(

3. A) Insert the mast into the

adapter. B) Lock the mast with the
locking pin.
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& Installation of the retriever:

4 N
1 . Install the winch or lifeline on
the base of the davit arm designed for
use with this type of equipment. Use a
locking pin which was provided with
the winch or lifeline bracket and lock it.
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2 « Remove the pin near the small

pulley and rotate the semicircular
bracket in order to pass the cable bet-
ween the two pullies. Once the cable is
between the two pullies, replace the pin -

and bracket so that the cable cannot slip L2 '
out. =/ f\h. = ml |

WARNING: When a winch is to be installed, it is important to ensure that the cable of the
winch always comes from below and never from above the top of the mast. Failure to follow
this warning may compromise the safety of the user.

& Disassemble after use
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