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9 sections  Ø 101 mm

CM 59 01 02 03 04 05 06 07 08

Co
de

 P
/H

extended height 
m 7.512 9.052 10.502 12.032 13.492 15.022 16.860 19.832

retracted height 
m 1.500 1.680 1.850 2.020 2.200 2.370 2.592 3.100

max. top load
kg  14 13 12 10 9 8 7 5

kg
Cod. P/H
kg

21,2 23,2 25,1 27 29 30,8 32,5 38,2

km / h 80 65 55 100 90 120 110 120

guyed

weight

max. allowed wind speed* 

with max. surface 0,1 m² 

Ø top section 45 mm

2 Levels of 
guying rings

2 

3 Levels of 
guying rings

3 
1 Level of guying rings

Guy lines to be fitted to the 
second to top section

Example
CM.5905.H

pneumatic - with hand pump and locking
9 sections - without cable

10 sections Ø 101 mm

CM 50 07 08 09 10 11 12 13

Co
de

 P
/H

extended height 
m 6.047 7.547 8.867 10.457 11.957 13.457 14.597

retracted height 
m 1.250 1.400 1.550 1.700 1.850 2.000 2.150

max. top load
kg  13 13 11 9 8 7 5

kg
Cod. P 
/ H
kg

18,6 20,4 22,2 23,9 25,6 27,3 29,2

km / h 100 80 130 110 90 130 120

guyed

weight

max. allowed wind speed* 

with max. surface 0,1 m² 
Ø top section

2 Levels of guying rings 

38 mm

1 Level of guying rings

Guy lines to be fitted to the second to 
top section

        Please contact us for accurate deflection charts and windage data. The wind speeds above are examples only. 

*When erecting masts with guying ropes, take extreme care during the extension phase. Maximum allowed wind speed during extension is 20km/h

SECTION 1 PORTABLE MASTS

MEDIUM Ø SIZE  101mm Base Tube Diameter
CM 59: INTERNAL CABLE POSSIBLE? No

CM 50: INTERNAL CABLE POSSIBLE? No
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