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                 Tel: 0800 00 346   

DESCRIPTION HSGD.17 Draeger PAC 
7000 CL2 

ITEM CODE (S) HSGD.17 

POWER SUPPLY n/a 

SERVICE INTERVAL 6 Month Inspection 

 

It is the responsibility of the user to ensure they are familiar with this user guide, and are trained in the correct 
care and use of this equipment. User must also be aware of the operating characteristics, application limits, and 
the consequences of improper use of this equipment. If you require technical assistance or product training please 
call 0800 000 346. A Full Manufacturers Instruction manual is available on request. 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Turning the instrument on 
 
– Press and hold [OK]. The display counts down until start-up: "3, 2, 1" 
– The instrument will perform a self test. 
– The software version and the gas name are displayed. 
– The A1 and A2 alarm limits are displayed. 
– If the calibration interval function is activated the days remaining until the next calibration, e.g., » CAL « then » 20 « 
are displayed. 
– If the bump test interval function is activated, the time until the bump test interval elapses is displayed in days, e.g., » 
bt « then » 123 «. 
– After max. 20 seconds the gas concentration is displayed and the instrument is ready for use. 
 
 
Turning the instrument off 
 
– Simultaneously hold both keys for approximately 2 seconds until "3" appears in the display. Continue to hold both 
keys until the countdown is finished. The alarm and LED will be activated momentarily. 


