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BATTERY-POWERED HYDRAULIC CRIMPING TOOL, 63kN, 132kN, PISTOL, WITH OPEN C-HEAD, FOR ELECTRICAL CONNECTORS UP TO 400 MM2

INCLUDED INTO PACKAGE

ASC55-EU: -- ASC55-UK: --
CB1852L: LI-ION BATTERY
CERTIFICATIONS & APPROVALS
UK
c € CE cAa UKCA
Features
TECHNICAL INFORMATION WEIGHT AND DIMENSIONS
Nominal crimping force 132 kN Width 83 mm
Range of operating temperature -15+50 °C Height 349 mm
Supply voltage 18 V Maximum height 349 mm
Remaining charge indicator Yes Length 321 mm
Software Yes Maximum length 321 mm
Pressure control system EPS (electronic pressure sensor) Net weight in operation 6.6 kg
Equivalent continuous sound pressure 73 dBA Gross weight 12300,000 g
Maximum instantaneous sound pressure 945 dBC
Acoustic power 79 dBA
Standard cycle vibrations 0.575 m/s?
LOGISTIC CLASSIFICATION AND DATA ORDERING
Type of packaging box Electrocode 3689
ETIM Class Crimp tool cable lugs, cable end sleeves, screen connection
7 [EC000168]
Customs code 84672920
COMPATIBILITY
Supply CB1852L battery; ASC55-UK battery charger; USB cable; VAL-P39

configuration plastic case; shoulder strap
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