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Dingli JCPT0707DC-XD Micro  
Scissor Lift Xtra Deck Deployment  

OPERATION INSTRUCTIONS

Warning 
•	 Only one person is allowed on the machine when the Xtra Deck is  

deployed
•	 Maximum capacity is 113kg. 

Caution 
•	 The gate guardrails can be released manually by locking the pins in place before 

pulling up the telescopic guardrails
•	 When releasing the gate guardrails, position yourself away from the release area 

to avoid a collision (see Fig 1)
•	 During operation, occupants in the Xtra Deck must wear a full body harness with 

a lanyard attached to an anchorage point
•	 The preferred platform position to deploy or stow the Xtra Deck is with the  

slide-out deck extended
•	 Do not board the Xtra Deck before it is fully 

opened
•	 Do not work on the Xtra Deck for long periods  

of time and take regular breaks 
•	 Before using the Xtra Deck, inspect for any rust,  

cracks or tilting exceeding 0.3°(measured by  
the operator using a level)

•	 The control box may be placed on the upper  
telescopic guardrail to control this machine.

Fig 1: Releasing the Guardrails



CONTACT MEP HIRE
T: 0800 587 5121 
E: hire@mephire.co.uk 
W: www.mephire.co.uk

How To Use The Xtra Deck
1. Pull up the telescopic guardrails. Both sides of the gate guardrails open 
automatically after disengaging the locking pins. Continue to pull-up the 
telescopic guardrails until all four pins snap into the relevant holes. Please 
note: the operator must be on the extended platform, and keep away 
from the gate guardrails, to avoid a collision (see figure 2).

2. Swing the locking plate clockwise to the bottom (see figure 3).

3. Pull firmly on the Xtra Deck to release it from the magnets and fold 
down the Xtra Deck (see figure 4).

4. Once on the Xtra Deck, lift-up and engage. The guardrails must be 
across the Xtra Deck guardrail entrance.

Warning 
Once on the Xtra Deck, lift-up and engage the guardrails to enclose the 
Xtra Deck on all four sides.

Fig 2: Telescopic guardrails

Fig 3: Locking plate 

Fig 4: Release from magnets

How To Stow The Xtra Deck
1. The operator must return to the main platform. Fold-up the Xtra Deck 
until the magnets pull it into the retained vertical position (see figure 5).

2. Swinging the locking plate counterclockwise to the bottom, pull up the 
spring-loaded snap pin at the side of the locking plate to lock. Then, pull 
each spring-loaded snap pin individually. When releasing the last snap pin, 
hold the telescopic guardrails in the centre on either the left or right hand 
side (see figure 6).
 
Caution 
To avoid injury, when releasing the last pin you must support the weight 
of the telescopic guardrails to avoid rapid descent. The operator must be 
on the extended Platform. 

3. Gently lower the telescopic guardrail to the lowered position  
(see figure 7).

4. Swing in the gate guardrails until the two pins snap into the holes  
provided (see figure 8).

Fig 5: Folding up the Xtra Deck

Fig 6: Spring loaded snaps

Fig 7: Lowered position Fig 8: Stowed position 


