
Impact Wrench

6906
850 W • 3/4" • 588 Nm
For high-torque applications

A powerful 3/4" drive impact wrench with an 850 W
motor and max. torque of 588 Nm. Ideal for
applications that require a high fastening torque. A
rocker switch for easy reversing and a side handle
for added comfort.

Technical specifications

Continuous Input Power 850 W
No load speed 0 - 1700 min-¹

Max Fastening Torque Impact Drill 588 Nm
Tightening Capacity Standard Bolt M16 - M22
Tightening Capacity High Tensile Bolt M16 - M20
Impacts per Minute (IPM) 1600 min-¹

Drive Square 3/4 "
Power Supply Cord 2,5 m
Sound Power Level (LWA) 109 dB(A)

Sound Pressure Level (LpA) 101 dB(A)

Noise Uncertainty (K Factor) 3 dB(A)
Weight Without Cable 5,6 kg
Product Dimensions (L x W x H): 327 x 95 x 237 mm
Vibration Level, Impact Tightening of
Fasteners of the Maximum Capacity of
the Tool

16,5 m/s²

EAN 0088381000840

Link to product - www.makitauk.com
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Related products
Standard AC

122464-9
Side Handle

Optional AC

122464-9
Side Handle

182604-1
Steel carrying case

821550-0
Makpac case (2)

Other

User manual

Parts drawing
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https://www.icmsmakita.eu/CMS/custom/fi/attachments/user_manuals/User_manuals_EU1/6906.pdf
https://www.icmsmakita.eu/CMS/custom/fi/attachments/part_drawings/EN/6906.pdf

