
Rotary Hammer

HR3210C
850 W • SDS-PLUS • 32 mm • 5.0
J
High performance Rotary Hammer for SDS-PLUS drill bits

High performance Rotary Hammer for SDS-PLUS
with 850 W motor. Three functions: impact drill, no
impact and demolition mode. Drilling power for
concrete 32mm.

Technical specifications

Continuous Input Power 850 W
No load speed 315 - 630 min-¹

Impacts per Minute (IPM) 1650 - 3300 min-¹

Max. Drilling Diameter in Wood 32 mm
Max. Drilling Diameter in Concrete 32 mm
Max. Drilling Diameter in Steel 13 mm
Optimum Drilling Diameter Range in
Concrete

10 - 22 mm

Impact Energy 5,0 J
Drilling diameter with TCT core bit 90 mm
Adapted for SDS-PLUS bits ✓
Power Supply Cord 5,0 m
Sound Power Level (LWA) 100 dB(A)

Sound Pressure Level (LpA) 89 dB(A)

Noise Uncertainty (K Factor) 3 dB(A)

EAN 0088381088718

Link to product - www.makitauk.com

User benefits

• The rubber coating on the handle ensures a firm
working grip

• AVT (Anti-Vibration Technology) ensures extra-low
vibration performance
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Related products
Optional AC

198993-4
Grease vessel for bit 100 ml

321248-4
Depth Gauge

824825-6
Plastic carrying case

Other

User manual

Parts drawing
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https://www.icmsmakita.eu/CMS/custom/fi/attachments/user_manuals/User_manuals_EU1/HR3210C.pdf
https://www.icmsmakita.eu/CMS/custom/fi/attachments/part_drawings/EN/HR3210C.pdf

